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                        Data Sheet Rev 1.1

Operating Conditions  

DC Characteristics  

Icc Active Mode Test circuit:

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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AC Characteristics  
(16/25 MHz, operating conditions; CL for Port 0, ALE and PSEN Outputs=150pF; CL
for all Other Output=80pF)  

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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Application Reference  

  
NOTE: The oscillation circuit may vary with different crystals, or ceramic
resonators, in higher oscillation frequencies.  This is due to each crystal, or
ceramic resonator, having its own characteristics.    
The user should check with the crystal, or ceramic resonator, manufacturer in
order to obtain advice on the appropriate values of the external components. 
 

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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Data Memory Read Cycle Timing  
 

Program Memory Read Cycle Timing  

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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Data Memory Write Cycle Timing
  

 

I/O Ports Timing 
 

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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Critical Timing Requirement of External Clock (Vss=0.0V assumed)
 

Tm.I External Program Memory Read Cycle  
 

 
 
Tm.II External Data Memory Read Cycle 

 

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
       

 © 2010 Intelligent Embedded Solutions. 
www.iesdistribution.com
sales@iesdistribution.com
                                  



                                      CRD89C51RA2
                        Data Sheet Rev 1.1

Tm.III External Data Memory Write Cycle 

 
 
 

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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40L PDIP (600mil) Package outline:

Note:
1. Dimensions D & E1, do not include mold protrusion, but are maximum plastic
body dimensions, including mold mismatch.
2. Dimension B1 does not include dambar protrusion.

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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44L PLCC Package outline:

Note:
1. Dimensions D1 & E1, do not include mold protrusion.
2. Dimension B1 does not include dambar protrusion.

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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44L PQFP Package Outline:

Note:
1. Dimensions D1 & E1, do not include mold protrusion.
2. Dimension B1 does not include dambar protrusion.

Specifications subject to change without notice.Contact your sales representatives for the most current information.  
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